
WARNING SKID STEER FORKLIFT ATTACHMENT 
Any piece of equipment can be dangerous if not operated properly.  YOU are responsible for 

the safe operation of this equipment.  The operator must carefully read and follow any 

warnings, safety signs and instructions provided with or located on the equipment.  Do not 

remove, defeat, deface or render inoperable any of the safety devices or warnings on this 

equipment.  If any safety devices or warnings have been removed, defeated, defaced or rendered 

inoperable, DO NOT USE THIS EQUIPMENT!!! 

 

 WARNING: This product can expose you to chemicals including Chromium from steel 

products, which are known to the State of California to cause cancer and birth defects or 

other reproductive harm. For more information go to www.P65warnings.ca.gov 

 

WARNING this attachment’s capacity changes depending on the Skid Steer Loader it is 

hooked up to. 

 

CAPACITIES AT 24” LOAD CENTER 

SR175 Case Approximately 1,350 pounds       S450 Bobcat Approximately 900 pounds 

 

NEVER use this attachment to lift personnel for any reason! 

 

GENERAL INFORMATION 

Some illustrations in the following manual show the attachment with the lock plate 

removed to provide a better view. The attachment should never be operated with the lock 

plate removed. 

The purpose of this manual is to assist you in operating and maintaining your attachment. Read 

it carefully. It furnishes information and instructions that will help you achieve years of 

dependable performance. These instructions have been compiled from extensive field 

experience and engineering data. Some information may be general in nature due to unknown 

and varying operating conditions. However, through experience and these instructions, you 

should be able to develop procedures suitable to your particular situation. The illustrations and 

data used in this manual were current at the time of printing, but due to possible inline 

production changes, your machine may vary slightly in detail. We reserve the right to redesign 

and change the machines as may be necessary without notification. Throughout this manual, 

references are made to right and left directions. These are determined by standing behind the 

equipment facing the direction of forward travel. 

 

If the person receiving this handout will not be the user of the equipment, forward these 

instructions to the operator.  If there is any doubt as to the operation or safety of the equipment. 

DO NOT USE!!! CALL A TOOL SHED IMMEDIATELY!!! FAILURE TO FOLLOW 

THESE INSTRUCTIONS COULD RESULT IN INJURY OR DEATH 

http://www.p65warnings.ca.gov/


 



 



 



 



 


